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EU-Baumusterpri.ifbescheinigung 
Nachtrag 1 
Gerate zur bestimmungsgemaBen Verwendung in explosionsgefahrdeten Bereichen 
Richtlinie 2014/34/EU 

Nr. der EU-Baumusterprufbescheinigung: BVS 16 ATEX E 037 X 

Produkt: 

Hersteller: 

Ans ch rift: 

MEMOSENS Sensoren (Details siehe nachste Seiten) 

Knick Elektronische Messgerate GmbH & Co. KG 

BeuckestraBe 22, 14163 Berlin, Deutschland 

@ II 1 G Ex ia IIC T3/T 4/T6 Ga 

DEKRA Testing and Certification GmbH 
Bochum, 26.03.2021 

Geschaftsfuhrer 

Details siehe Tabelle Abschnitt 15.1 

({ o~~""' 
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13 Anlage zur 

14 EU-Baumusterpri.ifbescheinigung 
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15.1 

BVS 16 ATEX E 037 X 
Nachtrag 1 

Beschreibung des Produktes 

Gegenstand und Typ 

MEMOSENS pH/Redox-Sensor Typ SE5lx·~i*--*M_S_* ----

MEMOS ENS Leitfahigkeitssensor Typ SE604X-MS**** 

Typ 

SE5**X**.*MS* 
SE7**X/*-*MS* 

SE604X-MS**** 
SE605*-XMS**** 
SE6**X-**MS****-***/*** 

/ / 

nicht Ex-relevante Angaben 

15.2 Beschreibung 

Grund des Nachtrags: 

Die MEMOSENS Sensoren wurden nach den auf Seite 1 aufgefi.ihrten Normen gepruft. 

Beschreibung des Produkts: 

Die MEMOSENS Sensoren dienen in Verbindung mit einem MEMOSENS Messkabel 
Typ CA/MS-***X** oder Typ CA/MS-***X**-L (BVS 15 ATEX E 141 X) oder einem in 
Hardware und Funktion identischen und bescheinigten Messkabel zur Messung 
unterschiedlicher Parameter van flussigen Medien. 

Die Verbindung des Sensors mit dem Messkabel erfolgt galvanisch getrennt Ober ein 
vollstandig isoliertes Verbindungssystem (lnduktive Kopplung). 

Die elektronische Schaltung der Sensoren ist vollstandig vergossen. 
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15.3 
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17 

17.1 

17.2 

17.3 

17.4 

18 

19 

Auflistung aller verwendeten Komponenten mit alterem Normenstand 

egenstand und Typ 

MEMOSENS Sensor 
Korn ponentensatz 

yp 71076376, Typ 71099247, 
yp 71266569, Typ 71266568, 
yp 71099248, Typ 71099249 

ertifikat 

BVS 15 ATEX E 039 U 

<1l Keine anwendbaren technischen Unterschiede 

KenngroBen 

Normenstand 
EN 60079-0:2012 <1l 
EN 60079-11 :2012 

Die MEMOSENS Sensoren durfen an das MEMOSENS Messkabel Typ CA/MS-***X** oder 
Typ CA/MS-***X**-L (BVS 15 ATEX E 141 X) oder einem in Hardware und Funktion ide tischen 
und bescheinigten MEMOSENS Messkabel angeschlossen werden. 

Temperaturklasse und Umgebungstemperaturbereich - siehe Tabelle Abschnitt 15.1 

Zeichnungen und Unterlagen 

Die Zeichnungen und Unterlagen sind in dem vertraulichen Prufprotokoll gelistet. 
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Translation 

EU-Type Examination Certificate 
Supplement 1 
Equipment intended for use in potentially explosive atmospheres 
Directive 2014/34/EU 

EU-Type Examination Certificate Number: BVS 16 ATEX E 037 X 

Product: 

Manufacturer: 

Address: 

MEMOSENS Sensors (Details see next pages) 

Knick Elektronische Messgerate GmbH & Co. KG 

BeuckestraBe 22, 14163 Berlin, Germany 

This supplementary certificate extends EU-Type Examination C~rtificfaTo,N0. BVS 1/6 AT · 
apply to products designed and constructed in accordance with the ~et;ificatipn set out if) 
of the said certrficate but having any acceptable variationS::SJl7,oif~ in Jlle,')i,p~ . di~ to t 
and the documents referred to therein . 4//~ / 1 ~ I 

DEKRA Testing and Certification GmbH,~ 6fff~~~~i~i/~~,1c7?0 9 
Directive 2014/34/EU of the Europ~__r:! Pa~~_£o~_#',9~)~~J ~~li'o/J'fi 
that this product has been f?und ._!9~~-~/ t t~~~s-~1ial1~~~~~~.)Y/Re.',c1t1 
inAnnexlltotheD1rect1ve. ~~ ~~ ;/// 
~o the design and construction/ ~~~"ed~/ 0~~~~-~~0~ e-·~ h ~»'-~'~9'1)9 ·Q e 

Theexaminationandt,e,~t J~~-~--0~ 1 · - ~~~~ · t ·, 

TheEssent,alHealtha;~aw •~· . • ~ ' ~ - · 

EN !EC 60079-0:2018 . /,,(/~~ ~ 
EN 60079~,1~,:2012 ;·r, ~ ~· ' . _ . _ _ . 
lfthes1gn X tsplacedaftertt}ece_!t~~~ --~~ne • -:11:l , pe --t -
Co.nditions for Use specrfied);>lh~ ~~ _ . 

This EU-Type Exam,nat,on Cert~,ca·~- ·~ ~~sRe, tfJ§) ­
product. Further requirements of th~1_!:-e~~.~~ 0 ~m~-JP~uf-a:aci -.r rf9"::..-p:f~~s;:;'an .---suP,ply::108 hi 
product. These are not covered by this c&tifica,te;..--::: ~-~ 

// ' ~~~?I"~~~,~--
The marking of the product shall include the followi_6g; .--->:::: , <. ~---i,.~-~~ 

,,, ' ;.----- c,,';_%, ~ 

~ 111G Ex ia IIC T3/T4/T6 Ga D.etafls see -ta!JIE!sectfon 15.1 

DEKRA Testing and Certification GmbH 
Bochum, 2021-03-26 

Akk-.ditit>rungsstelle 
D·2E· I74J&.-02.00 

Signed : Jorg-Timm Kilisch 

Managing Director 
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13 Appendix 

14 EU-Type Examination Certificate 

BVS 16 ATEX E 037 X 
Supplement 1 

15 

15.1 

Product description 

Subject and type 

MEMOSENS pH/Redox-Sensor type SE5*

1

*X*L*--*M_S_* ----
. .___._._____ non-Ex-relevant details 

Sensor length, 

MEMOSENS Conductivity-Sensor type SE604X-MS**** 

SE5**X**-*MS* 
SE7**X/*-*MS* 

/ 

SE604X-MS**** 
SE605*-XMS**** 
SE6**X-**MS****-***/*** 

/ 

e.g. I 1 = 120 mm,/ 2 = 225 mm, ... 

15.2 Description 

({ DAk!~"h' 

Reason for this supplement: 

The MEMOSENS Sensors were tested in accordance to the standards listed on page 1. 

Description of Product: 

The MEMOSENS Sensors are used in connection with a MEMOSENS measuring 
cable type CA/MS-***X** or type CA/MS-***X**-L (BVS 15 ATEX E 141 X) or an in hardware and 
function identical and certified measuring cable to measure different parameters of fluid media. 

The connection between sensor and measuring cable is galvanically isolated via a completely 
isolated connection system (inductive coupling). 

The sensor's electronic circuit is completely encapsulated . 
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15.3 

16 

Listing of all components used referring to older standards 

ubject and type Certificate 

MEMOSENS sensor component BVS 15 ATEX E 039 U 
parts set 

ype 71076376, type 71099247, 
ype 71266569, type 71266568, 
ype 71099248, type 71099249 

<1> No applicable technical differences 

Parameters 

Standards 
EN 60079-0:2012 (1l 

EN 60079-11 :2012 

The MEMOSENS Sensors may be connected to the MEMOSENS measuring cable 
type CA/MS-***X** or type CA/MS-***X**-L (BVS 15 ATEX E 141 X) or an in hardware a 
function identical and certified MEMOSENS measuring cable . 

Temperature class and ambient temperature range - see table section 15.1 

17 Special Conditions for Use 

17.1 

17.2 

17.3 

17.4 

18 

19 Drawings and Documents 

Drawings and documents are listed in the confidential report. 

We confirm the correctness of the translation from the German original. 
In the case of arbitration only the German wording shall be valid and binding. 

DEKRA Testing and Certification GmbH 
Bochum, 2021-03-26 
BVS-Rip/Mu A20210218 

'1,j 
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