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ZU1073 Adapterleitung RJ45/M12 D-Typ

Bestimmungsgemäßer Gebrauch
Die Adapterleitung verbindet eine RJ45-Buchse des Stratos Multi E471N oder des Moduls PN4400-095 für
Protos II 4400 mit einer D-kodierten M12-Buchse und dient der Datenübertragung via Ethernet.

Anschlusszeichnung
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Technische Daten

Kategorie CAT 5

Material PUR, Polyolefine

Leitungsdurchmesser 6,7 mm

Länge 0,3 m

Umgebungstemperatur -20 °C … 55 °C / -4 °F ... 131 °F

Schutzart IP67

Anwendungsbeispiele

1 2 3

1 Adapterleitung RJ45/M12 D-Typ 3 Protos II 4400 mit PN4400-095
2 Stratos Multi E471N

Vor Installation lesen.
Für künftige Verwendung aufbewahren.
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ZU1073 Adapter Cable RJ45/M12 D-Type

Intended Use
The adapter cable connects an RJ45 socket on the Stratos Multi E471N or the PN4400-095 module for
Protos II 4400 to a D-coded M12 socket and is used for Ethernet data transmission.

Connection Diagram
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Specifications

Category CAT 5

Material PUR, polyolefin

Cable diameter 6.7 mm

Length 0.3 m

Ambient temperature -20 °C … 55 °C / -4 °F ... 131 °F

Protection IP67

Typical Applications

1 2 3

1 Adapter cable RJ45/M12 D-type 3 Protos II 4400 with PN4400-095
2 Stratos Multi E471N
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Read before installation.
Keep for future use.
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