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EPC720 Cover
Prior to installation and assembly, make sure you have read and understood the “Supplemental Directives” and
“Safety” chapters in the User Manual for the EPC720 basic unit.

Intended Use
The EPC720 Cover (the “product”) protects the components of the Uniclean 700 system from the effects of
weather exposure.

Use of the product is only permitted in compliance with the operating conditions stated in the Specifications.

Package Contents
• EPC720 Cover

• Installation Guide

Nameplate
The product is identified by a nameplate.
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EPC720 Cover

For temperature range and max. operating
pressure, see Specifications

Item number, serial number, year/month
Model designation
Manufacturer
Product family
CE mark
Manufacturer address
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Installation
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01. Loosen the screws (1) and fasten the EPC720 Cover (2) to the base plate (3) (see figure).
Note: All screws are pre-installed on the base plate.

Read before installation.
Keep for future use.
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Specifications

Ambient Conditions

Transport/storage temperature -20 … 70 °C (-4 … 158 °F)

Ambient temperature -20 … 70 °C (-4 … 158 °F)

Relative humidity 5 … 95 %, not condensing

General

Dimensions (W × H × D) Approx. 295 × 280 × 145 mm (11.61 × 11.02 × 5.71″)
Weight Approx. 2.5 kg

Material Stainless steel A2

Installation On EPC700 base plate
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Read before installation.
Keep for future use.
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