
270270

Accessories for SensoGate® Sensor Lock-Gate

Specifications

Material: 
Thread: 
Length: 
For installation of fittings:

steel 1.4435, low delta-ferrite content 
G 1 1/4; 
see table 
SensoGate® WA 130/131, ARI 106

Accessories Order No.

Safety weld-in socket, 
straight

for tank wall 
contour-optimized for pipe DN 50 
contour-optimized for pipe DN 65 
contour-optimized for pipe DN 80 
contour-optimized for pipe DN 100

1.4435 
1.4435 
1.4435 
1.4435 
1.4435

ZU 0717 
ZU 0717/DN50 
ZU 0717/DN65 
ZU 0717/DN80 
ZU 0717/DN100

Dimension drawing: 

Ø Da L1 L2 E1

 DN 50 60.3 45 75 98

 DN 65 76.1 40 78 109

 DN 80 88.9 40 84.5 122

 DN 100 114.3 40 97 148

Contour-optimized weld-in socket,  
straight, fitted onto the bore

G 1 1/4;

Ø 25

Ø 45

40

Position of 
sealing ring

G 1 1/4;

Ø 25 H 7

Ø 44.7
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Contour-optimized weld-in socket,  
straight, fitted into the bore
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Retractable Fittings Accessories

Weld-in socket, straight, fitted into  
the bore
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For up-to-date information, please visit www.knick.com.br
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Specifications

Material: 
Thread: 
Length: 
Bevel: 
For installation of fittings:

steel 1.4435, low delta-ferrite content 
G 1 1/4; 
see table 
15° 
SensoGate® WA 130/131, ARI 106

Contour-optimized weld-in sockets,  
beveled 15°, fitted onto the bore

Contour-optimized weld-in sockets,  
beveled 15°, fitted into the bore

Weld-in socket, beveled 15°,  
fitted into the bore

Ø Da L3 L4 L5 E2

 DN 50 60.3 44 74 45.5 97

 DN 65 76.1 37.5 76.5 39 107

 DN 80 88.9 37.5 82 39 120

 DN 100 114.3 37.5 95 39 17

Accessories – continued Order No.

Safety weld-in socket, beveled 
15°, 40 mm

for tank wall 
for tank wall 
contour-optimized for pipe DN 50 
contour-optimized for pipe DN 65 
contour-optimized for pipe DN 80 
contour-optimized for pipe DN 100

1.4435 
C22 
1.4435 
1.4435 
1.4435 
1.4435

ZU 0718 
ZU 0718/C22 
ZU 0718/DN50 
ZU 0718/DN65 
ZU 0718/DN80 
ZU 0718/DN100

Dimension drawing:

G
 1 1/4

;

Ø
 25

40

15 º

Position 
of
sealing
ring

G 1 1/4;

Ø 25 H 7

Ø 44.7

22
 …

 2
9

max. E2Ø Da

L4

L3

S

L5

15
 º 

max. E2 – S
Ø Da

S

L4 – S

L3 – S

L5 – S

15
 º 
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Accessories for SensoGate® Sensor Lock-Gates

272

Retractable Fittings Accessories

Accessories – continued Order No.

Weld-in socket, beveled, 15° Material: PP ZU 0821

Length: 60 mm

Fittings: SensoGate® WA 130 
SensoGate® WA 131  
SensoGate® WA 131 M

Scraper ring Fittings: SensoGate® WA 130 
SensoGate® WA 131  
SensoGate® WA 131 M 

ZU 0760

Retainer clamp for 25 mm 
socket

Fittings: SensoGate® WA 130 
SensoGate® WA 131  
SensoGate® WA 131 M

ZU 0818
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For up-to-date information, please visit www.knick.com.br

273

Accessories – continued Order No.

SensoGate® service set Basic equipment: Tools for installation and service of SensoGate® 
(mounting wrench for drive unit, wrench for mounting on Ingold socket,  
Torx screwdriver for dismantling the calibration chamber)

ZU 0680

Maintenance, repair, retrofit ZU 0740

Calibration chamber ZU 0754

Fittings: SensoGate® WA 130 
SensoGate® WA 131 
SensoGate® WA 131 M

Mounting aid for 20 x 2.5 O-rings ZU 0747

for scraper ring ZU 0746

Fittings: SensoGate® WA 130 
SensoGate® WA 131 
SensoGate® WA 131 M

Sensor mounting wrench,  
19 mm

Tool for easy installation of the sensor, wrench size 19 ZU 0647

Fittings: SensoGate® WA 130 
SensoGate® WA 131 
SensoGate® WA 131 M

http://www.knick.com.br
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Accessories for SensoGate® Sensor Lock-Gates

274

Accessories – continued Order No.

Protective cap Fittings: SensoGate® WA 130 
SensoGate® WA 131 
SensoGate® WA 131 M

ZU 0759

Bellows Version for liquid-electrolyte sensors ZU 0739

Fittings: SensoGate® WA 130 
SensoGate® WA 131 
SensoGate® WA 131 M

Material Certificate 3.1 Fittings: SensoGate® WA 130 
SensoGate® WA 131 
SensoGate® WA 131 M

ZU 0708

Flange protectors PEEK / FFKM DN 80 ZU 0755

PEEK / FFKM DN 100 ZU 0756

PVDF / FFKM DN 80 ZU 0757

PVDF / FFKM DN 100 ZU 0758

Fittings: SensoGate® WA 130 
SensoGate® WA 131 
SensoGate® WA 131 M

Limit switches Pneumatic/electric ZU 0859

Retractable Fittings Accessories
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For up-to-date information, please visit www.knick.com.br
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Control air

Additional medium, input  
(hot water, steam, etc.)

to retractable fitting,  
adapter for additional medium

Accessories – continued Order No.

Pneumatically controlled  
3/8; valve for additional medium

Valve for introducing additional media, e.g. hot water or steam ZU 0669

Material: nickel-plated brass

Gaskets: EPDM

Connections: control connection to Unical®: hose, reinforced, 5 m  
connection of fitting: EPDM hose (reinforced) with 
grommet max. 8 bars

Temperature: max. 125 °C (10 min 140 °C)

Assembly: mounting bracket (included in shipment) 
 
integrated connection required for additional medium

Fittings: SensoGate® WA 130 
SensoGate® WA 131 
SensoGate® WA 131 M

Application:

Air supply for pressurized 
sensors

Pressure reducer with pressure gage (reverse flow ventilation from 0.8 bars, 
connection to fittings with pressurizable sensors)

Pressure regulator: ZU 0670/1         0.5 … 4 bars 
ZU 0670/2         1 … 7 bars

ZU 0670/1 
ZU 0670/2

Connection: prepared for connection to Unical® 9000 /  
Uniclean® 900

Hose lengths: hose incl.: controller side 3 m, fitting side 5 m 
hose, 20 m (extension for ZU 0670)

 
ZU 0713

Assembly: mounting bracket (included in shipment) 
 
Control via Unical® 9000/Uniclean® 900  
requires the “Supplementary ext. valve control kit” 
(see page 312).

Fittings: SensoGate® WA 130  
SensoGate® WA 131 
SensoGate® WA 131 M
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