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Industrial Transmitters

PROFIBUS COMPA 3400 (X)-081 Module Specifications

PROFIBUS PA Galvanic isolation up to 60 V
COMPA 3400X-081: Digital communication in hazardous areas via current 

modulation (Ex ia IIC)
Physical interface MBP-IS1) (to EN 61158-2), for use in a FISCO system
Transfer rate 31.25 kbit/s
Communication protocol PROFIBUS DP-V1
Profile PROFIBUS PA 3.0
Address range 1 … 126, factory setting 126, can be set on device
Supply voltage FISCO ≤ 17.5 V (trapezoidal or 

rectangular characteristic)
≤ 24 V (linear characteristic)

 Current consumption < 12 mA
Max. current in case of 
fault (FDE)

< 15 mA

Explosion protection See Ex Certificates and EU Declaration of Conformity or www.knick.de
RoHS conformity According to EU directive 2011/65/EU
EMC NAMUR NE 21 and EN 61326-1, EN 61326-2-3

Emitted interference Industrial applications2) (EN 55011 Group 1 Class A)
Immunity to interference Industrial applications

Lightning protection according to EN 61000-4-5Installation class 2

Rated operating conditions Ambient temperature: Safe area: –20 ... 55 °C / –4 ... 131 °F
Ex: –20 ... 50 °C / –4 ... 122 °F

Relative humidity: 5 … 95 %
Climatic class: 3K5 according to EN 60721-3-3
Location class: C1 according to EN 60654-1
Transport / storage temperature –20 ... 70 °C / –4 ... 158 °F

Housing Module enclosure PC/ABS blend
Color Black
Degree of protection IP 20
Dimensions (mm) W x L x H 118 x 91 x 21
Terminals Screw clamp connector, 

single and stranded wires 
up to 2.5 mm2

1⁾  MBP-IS = Manchester bus powered – intrinsic safety
2)  This equipment is not designed for domestic use, and is unable to guarantee adequate protection of the radio reception in such environ-

ments.
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Made in Germany
Tamb:    -20 to +50 °C

APPROVED

FM

Electr. data  see type examination certificate
II 2 (1) G   Ex ib [ia]  IIC T4  T 70 °C D-14163 BerlinFISCO
KEMA 03 ATEX 2530

0044

IS, CLASS I, DIV1, GRP A, B, C, D, T4
CLASS I, ZONE 1, AEx ib [ia], GRP IIC, T4 control dwg. 201.003-170

Entity,  Ta = 50 °C
APPROVED

FM

NI, Cl I, DIV 2, GRP A, B, C, D
AIS, Cl I, Zone 1, Ex ib [ia] IIC T4
NI, Cl I, Zone 2, Ex na [ia] IIC control dwg. 201.003-180

with IS circuits extending into DIV 1
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Protos 3400 (X) / Protos II 4400 (X)

PROFIBUS COMPA 3400 (X)-081 Module Terminal Assignments


